
Absolute Maximum Ratings  ( TJ = 25°C unless otherwise specified )

Symbol Parameter Condition Ratings Units

VDRM Repetitive Peak Off-State Voltage Sine wave, 50 to 60 Hz, Gate open 600 V

IT(RMS) R.M.S On-State Current TC =77 °C, Full Sine wave 2 A

ITSM Surge On-State Current One Cycle, 50Hz/60Hz, Peak, 
Non-Repetitive 20/22 A

I2t I2t  for Fusing tp = 10ms 2 A2s

PGM









Mounting Instructions

STM2A60
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Printed Circuit Board

Dimensions in mm.

Fig 10. Soldering pattern for surface mounting SOT-223

Fig 11. PCB for thermal resistance and power rating for SOT-223
            (PCB; FR4 epoxy glass-1.6mm thick, copper laminate-35um thick)

Dimensions in mm.



1. T1
2. T2
3. Gate
4. T2

Dim.
mm Inch

Min. Typ. Max. Min. Typ. Max.
A 1.80 0.071
A1 0.02 0.1 0.0008 0.004
B 0.60 0.70 0.85 0.024 0.027 0.034
B1 2.90 3.00 3.15 0.114 0.118 0.124
C 0.24 0.26 0.35 0.009 0.010 0.014
D 6.30 6.50 6.70 0.248 0.256 0.264
e 2.3 0.090
e1 4.6 0.181
E 3.30 3.50 3.70 0.130 0.138 0.146
H 6.70 7.00 7.30 0.264 0.276 0.287
V 10° Max

SOT-223 Package Dimension
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STM2A60


